


The watertight solution

mira 4600 aqua-stop

Use

4600 aqua-stop protects buildings against damp and
prevents water penetration.

4600 aqua-stop is suitable for use on the following:

e Basement walls, interior and
exterior

e Basement floors
e Balconies
e Pools —

e Chimneys
« Concrete staircases I I L
4600 aqua-stop is suitable for use on all cement-

based surfaces such as masonry, concrete, plaster,
lightweight concrete, tile, sand-lime bricks, etc.

Product description Mixing ratio Application

4600 aqua-stop is a cement- 4600 aqua-stop should be mixed Apply 4600 aqua-stop 2-3 times
based frost-proof and waterproof with water in the ratio 0.24-0.26 | with a liming brush, allowing 2-3
mortar for the surface treatment water to 1 kg 4600 aqua-stop. hours’ drying time between each

of all types of walls and concrete Leave the mixture for about 5 application. To ensure a smooth
structures. minutes and then stir it again. The and tight surface the second layer
4600 aqua-stop, mixed with water mixture is now ready for use. After should be applied at 90° to the first.
and applied to surfaces with a mixing, 4600 aqua-stop remains Application temperature:

liming brush, gives a surface usable for about 60 minutes. +6°C to +20°C

which is waterproof and provides a
good key for subsegment coatings
or adhesives.

Consumption: 1.2-2.0 kg/m*/layer
Total layer thickness: min. 2 mm

Preparation

Surfaces to be treated with 4600
aqua-stop must be firm and free of
impurities (dust, grease, etc.) and
loose objects. Lime, white-wash,
paint, asphalt, etc. must

be carefully removed from the
surface (which should be washed
with water if necessary). Large
cracks and holes must be filled with
waterproof mortar. Absorbent surfa-
ces should be wetted with water
before each layer of 4600 aqua-
stop is applied.

Guarantee

mira byggeprodukter a/s is subject
to the full product guarantee cove-
ring all building material manufactu-
rers. Furthermore, mira byggepro-
dukter a/s has a general product
liability insurance.



This is the way to apply 4600 aqua-stop

Remove loose plaster, etc. from the surface
and wash down with water if necessary.

Fill larger cracks and holes in the surface
before applying 4600 aqua-stop.

Outward-facing corners must be rounded
off to ensure that 4600 aqua-stop
completely seals the corner.

min. 50 cm T
1

aqua-stop —»
damp
area

|

4600 aqua-stop should be applied to an
area extending at least 50 cm beyond the
damp area.

Absorbent surfaces should be wetted with
water before applying 4600 aqua-stop.

Treat all junctions between the floor and
walls and all corners carefully with
4600 aqua-stop and allow it to become
touch-dry before applying aqua-stop to
floor and walls.

4600 aqua-stop should be applied with a
liming brush, 1.2-2.0 kg/m? per layer. Apply
2-3 layers.

Surfacing

After 2-3 hours apply the second layer
at 90° to the first in order to ensure a
smooth, tight surface.

The finished surface gives adequate wear-resistance and requires no
further treatment in rooms not subject to heavy loads. In areas where the
load is considerable, the surface can be protected with a layer of plaster,

tiles or similar.

Further surface finish can be applied after
2-3 days.



Technical specification

4600 aqua-stop is supplied as a dry product consisting of special cement,
sand, binder, plastic, and additives.

Consumption:

1.6 kg powder/m?/mm layer thickness

Thickness per layer:

Min. 2 mm for complete watertightness

Surfaces: The hardened floor surface has sufficient strength to support ceramic tiles,
parquet flooring and carpets. Hardened wall surfaces may be tiled or painted.
Surfaces can also be plastered.

Adhesive strength: < 0.5 Mpa

Water pressure:

Resistant to water pressure greater than 1.5 bar

Pot life, open:

Approx. 1 hour

Workable time:

Approx. 1.5 hours

Further treatment:

Further surface treatment after 2-3 days at the earliest

Bulk density (dry): 1.6 kg/litre
Bulk density (wet): 1.9 kg/litre
PH: Approx. 11 (wet)

Personal protection:

See product datasheet

mira products make things easier

mira byggeprodukter a/s has a wide selection of
materials for both professional builders and do-it-
yourself home decorators. All mira products are
supplied in handy containers with printed instruc-
tions describing how the respective product is to
be used.

Before tiling surfaces with
ceramic tiles - read the
brochure:

"waterproofing of
surfaces"

Distribution and service

mira products are available from building material
suppliers. Both mira byggeprodukter a/s and
distributors are always pleased to give advice about
product characteristics and use.
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