
wall plaster



wall plaster
– for finishing walls and ceilings

products

2

mira 4180 primer

Acrylic-based, liquid primer for surface preparation prior to the
application of plaster. The primer ensures correct adhesion, pore
sealing, and bonding between plaster and carrying surface.

Mixing ratio: 1:3
Consumption: 1 litre/10-14 m2

mira 6520 handycoat

Plaster based on plastic polymer and lime powder for fine-
finishing wall and ceiling panels in dry indoor areas. Can be
used on concrete, plaster, lightweight concrete, brickwork,
gypsum plaster and plasterboard. Layer thickness: 0.5-2.0 mm
per application.

Consumption about 1.2 kg/m2/mm layer thickness. Mixed 
plaster should be used the same day. The finished, plastered
surface can be painted, wallpapered or be left untreated as 
a non-washable surface.

mira 6810 cemplaster

Plaster based on sand, cement and lime powder, for the water-
proof finishing of wall and ceiling panels in dry and moist areas.
Can be used on concrete, lightweight concrete, brickwork and
other cement-based surfaces. Layer thickness: 2-10 mm per
application.

Consumption about 1.3 kg/m2/mm layer thickness. Mixed plaster
must be used within 4 hours after mixing. The hardened surface
can be treated with alkali-resistant paint, and can be wall-
papered or ceramic tiled. At least 48 hours’ drying time should
be allowed before the application of surface finishing.

mira 6802 cemcoat

Plaster based on sand, cement and lime powder, for the water-
proof fine-finishing of wall and ceiling panels in dry and moist
areas. Can be used on concrete, plaster, lightweight concrete,
brickwork, gypsum plaster and plasterboard. Layer thickness:
0.5-2.0 mm per application.

Consumption about 1.2 kg/m2/mm layer thickness. Mixed 
plaster must be used within 4 hours after mixing. The hardened
surface can be treated with alkali-resistant paint, and can be
wallpapered or ceramic tiled. At least 48 hours’ drying time 
should be allowed before the application of surface finishing.

mira byggeprodukter a/s 
offers a wide choice of 
products for plastering floors,
walls and ceilings, and for 
tiling dry and wet rooms.

Preparation
The condition of the surface to be
finished is crucial where plaster
adhesion is concerned. It must be
consistent, clean, firm, and free of
dust. Poor carrying layers of paint,
lime and similar substances must 
be removed.       

Priming
Very absorbent surfaces should be
wetted with water or primed 
with thinned 4180 primer before
applying the plaster. The primer
ensures correct adhesion and 
uniform hardening of the plaster.

Application
Select the plaster to suit the job. 
Mix the plaster using a whisk. 
When plaster has been mixed it
must be allowed to stand for 15
minutes. It must then be stirred, 
ready for application. 
The temperature of the surface to 
be treated and the plaster must 
not be lower than 10°C. Apply the
plaster using a steel smoothing 
scraper about 30 cm wide.
If several layers of plaster are 
required, the preceding layer must
be thoroughly dry so that it can be
sandpapered before the next layer 
is applied.

Surface treatment
Plaster should be allowed to dry
for at least 48 hours before
applying surface treatment. 

For the choice of surface 
treatments, see the product 
descriptions.

When preparing for ceramic tiles,
see our brochure “Waterproofing of
surfaces”.

Guarantee
mira byggeprodukter a/s is 
subject to the full product 
guarantee covering all building
material manufacturers. Furthermo-
re, mira byggeprodukter a/s has a
general product liability insurance.
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Remove loose plaster and similar poor 
carrying layers.

Wet the surface with water or prime it
using 4180 primer. This will ensure better
adhesion.

Apply the plaster using a smoothing 
scraper to repair holes.

This is the way to apply mira wall plasters

Apply the plaster using long strokes, 
working upwards from floor level. 

Finishing should be performed at 90° to
the first layer.

Sandpaper the plaster if necessary (when
thoroughly dry). 

After 48 hours, the plastered surface of
Handycoat can be painted.

After 48 hours, the finished cemplaster and
cemcoat surface in dry and wet rooms can
be treated with alkali-resistant paint.

After 48 hours, finished cemplaster and
cemcoat surfaces in dry and wet rooms
can be ceramic tiled.  



mira products make things easier
mira byggeprodukter a/s has a wide selection of 
materials for both professional builders and do-it-
youself home decorators. All mira products are 
supplied in handy containers with printed instruc-
tions describing how the respective product is to 
be used.

distribution and service
mira products are available through selected building
material suppliers.

Both distributors and mira byggeprodukter a/s are
always pleased to give advice about product 
characteristics and use.

products make things easier

Distributor:

EGEGÅRDSVEJ 2 • DK-4621 GADSTRUP • TEL. +45 46 19 19 46 • FAX +45 46 19 20 21

- with just the brochure 
for your building project...


